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Children’s Electronic Ba ery Operated Motorcycle
Instruc on Manual

Before opera ng the first e, open the seat, connect the red wire to the
red connector on the ba ery, and then the black wire to the black

connector. Put the seat back on, and then charge the ba ery for a full 8-
12 hours, but do not charge for more than 15 hours.

Specifica ons
Ba ery: 6V, 4.5AH
Age Limit: 37-96 months old
Maximum Weight: 25KGS
Speed: 1.8 miles/hour
Dimensions: 82X41X51CM
Charger: Input AC 220V 60HZ, Output DC 6V 500MA
Ba ery Charge Time: 8-12 hours, but do not exceed 15 hours
Ba ery Dura on Time: 1-2 hours if fully charged
Fuse Spec: 4A Self-rese g fuse

Func on

Safety Instruc ons
Instruc ons: Assembly should be done by an adult. Please read the instruc on 

manual before use.

1. The maximum weight is 2 5 k g s  and the recommended age limit is 37-96 
months         . To avoid damage to the gears, do not overload the vehicle. Never

allow more than one rider at a me.
2. Adult supervision is required at all mes.
3. Keep plas c bags and small parts away from children.
4. Do not drive the vehicle on streets, near other vehicles, on slopes, steps or

To operate the vehicle,
press the pedal on the
lower right side of the
vehicle.

near water.
5. Do not modify the circuit system or ba ery.
6. Keep water away from vehicle.

7. The vehicle must come to a complete stop in order to change direc on from
forward to backwards or backwards to forward.

8. Clean only with a dry cloth.
9. Don’t recharge non-rechargeable ba eries. Don’t mix old and new or

different types of ba eries. Remove dead ba eries.

Charging

1. Before first use, charge the ba ery 8-12 hours. It is normal for the charger and
ba ery to feel warm while charging.

2. Before charging, separate Plug-in A and Plug-in B, then connect Plug-in B on the
charger with Plug-in A. Connect the charger with the power supply.

3. Only adults should handle the ba ery and the charger.
4. If you are going to store the vehicle for a long period of me, charge the ba ery

every 3 months to extend the ba ery life.
5. Never charge the ba ery for longer than 15 consecu e hours.
6. Do not allow water to get in the charging jack or it may short circuit the vehicle.

Fuse
If fuse blows, wait 10 minutes and it should reset automa cally.

Parts Listing

Assembly

Assembling the Windshield
Install the mirror with 4 screws.
Install the windshield with 2
screws.
A ach the front of the bike to the
handlebar with 4 screws.

Assembling the Front Fender
Insert the handlebar into the holes
of the front fender. Ensure you use
the correct direc on of the fender.
Align the holes of the front fender
with the front fork, and fasten with
M4*2 self-tapping

Assembling the Body of the Bike
Connect the assembled front part
with the body using M8*120 screws.

Assembling the Toolbox
Connect the toolbox on the bracket
with 4 screws.

Troubleshoo ng

Care and Maintenance
1. Periodically check the vehicle’s electrical systems and wire connec ons for

damage. If any parts are damaged, do not use un l repaired.
2. Do not use car wax to clean.
3. Do not store in high-temperatures or near fire or in wet places. Cover in snow

and rain.
4. Ba ery should only be handled by an adult.
5. Ba ery contains acidic electrolytes. If liquid comes into contact with eyes, rinse

with cold water for 15 minutes and seek medical treatment.
6. A surge protector is recommended to protect the ba ery.
7. Do not short circuit the ba ery, which could cause a fire.

The vehicle doesn’t move. 1. Check that the wires are correctly
connected.

2. Check for debris in the wheels.
The vehicle moves slowly. 1. Check ba ery power. It may need to be

charged.
2. Check for debris in the wheels.
3. Do not overload the vehicle.

The ba ery won’t fully charge. 1. Check if the charger and ba ery are
working.

2. Check all charger and ba ery wire
connec ons.
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Assembling the rear wheel
(1) Put each side with one washer into
     the rear axle.
(2) Put the wheel cap to the wheel and 
     then install rear wheel to rear axle.
(3) Put each side with one washer into
     the rear axle again.
(4) Tighten 2×8mm screw.

Install the  rear holder into the trail and
 tighten 2×10mm screw. 
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